
PRODUCTS | SPECIFICATIONS

MVG 12/25 MVG 12/55 MVG 12/85 MVG 12/120 MVG 12/140 MVG 12/200
Product code 64000250 64000550 64000850 64001200 64001400 64002000

Nominal voltage 12 V 12 V 12 V 12 V 12 V 12 V

Capacity C20* 25 Ah 55 Ah 85 Ah 120 Ah 140 Ah 200 Ah

CCA to DIN in amps 110 A 230 A 270 A 450 A 540 A 630 A

CCA to SAE in amps 175 A 380 A 450 A 760 A 920 A 1100 A

Max. outer dimensions, lxwxh
(incl. terminals/grip handles)

167 x 176 x 126 mm
6.6 x 6.9 x 5 inch

261 x 136 x 230 mm
10.3 x 5.4 x 9 inch

330 x 171 x 236 mm
13 x 6.7 x 9.3 inch

513 x 189 x 223 mm
20.2 x 7.4 x 8.8 inch

513 x 223 x 223 mm
20.2 x 8.8 x 8.8 inch

518 x 274 x 238 mm
20.4 x 10.8 x 9.4 inch

Weight 9.6 kg / 21.2 lb 19 kg / 41.9 lb 32,6 kg / 71.9 lb 41 kg / 90.4 lb 49 kg / 108 lb 70 kg / 154.3 lb

MVSV 280 MVSV 420 MVSV 500 MVSV 580 MVSV 750 MVSV 1000 MVSV 1250
Product code 68000280 68000420 68000500 68000580 68000750 68001000 68001250

Nominal voltage 2 V 2 V 2 V 2 V 2 V 2 V 2 V

Capacity C10* 280 Ah 420 Ah 500 Ah 580 Ah 750 Ah 1000 Ah 1250 Ah

Max. outer dimensions, lxwxh
(incl. terminals/grip handles)

126 x 208 x  399 mm
5 x 8.2 x 15.7 inch

126 x 208 x 515 mm
5 x 8.2 x 20.3 inch

147 x 208 x 515 mm
5.8 x 8.2 x 20.3 inch

168 x 208 x 515 mm
6.6 x 8.2 x 20.3 inch

147 x 208 x 690 mm
5.8 x 8.2 x 27.2 inch

212 x 193 x 690 mm
8.3 x 7.6 x 27.2 inch

212 x 235 x 690 mm
8.3 x 9.3 x 27.2 inch

Weight 23 kg / 50.7 lb 30 kg / 66.1 lb 35 kg / 77.2 lb 39 kg / 86 lb 49 kg / 108 lb 66 kg / 146 lb 80 kg / 176 lb

MVSV 1500 MVSV 1650 MVSV 2200 MVSV 2700
Product code 68001500 68001651 68002200 68002700

Nominal voltage 2 V 2 V 2 V 2 V

Capacity C10* 1500 Ah 1650 Ah 2200 Ah 2700 Ah

Max. outer dimensions, lxwxh  
(incl. terminals/grip handles)

212 x 277 x 690 mm
8.3 x 10.9 x 27.2 inch

211 x 276 x 762 mm
8.3 x 10.9 x 30 inch

216 x 400 x 816 mm
8.5 x 15.7 x 32.1 inch

214 x 489 x 816 mm
8.4 x 19.3 x 32.1 inch

Weight 95 kg / 209 lb 115 kg / 254 lb 160 kg / 353 lb 198 kg / 437 lb

Specifications  
MVG gel series

Specifications  
MVSV 2 V gel series

n	 Perfect service battery for medium and large 12 V 
and 24 V systems.

n	 Extremely long lifespan.
n	 No gas formation with normal use.
n	 Fast recharge, high charge current possible.
n	 For intensive cycle use with a high number of 

charge/discharge cycles.
n	 Very low self discharge.
n	 High return on investment.
n	 Two year warranty.

n	 Long lifespan.
n	 For intensive cycle use with a high number of 

charge/discharge cycles.
n	 Charges quickly.
n	 Extremely sustainable battery for large installations.
n	 Robust build for longer lifespan.
n	 Deep discharging without problems.
n	 Can be installed horizontally or vertically.
n	 Seven-year warranty (pro rata).

MVG gel series

MVSV 2 V 
gel series

*	 C10 = battery capacity at a discharge time of 10 hours, till 1.80 V per cell. 
	 C20 = battery capacity at a discharge time of 20 hours, till 1.75 V per cell.
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For detailed specifications, dimensional drawings, 3D files, images, certificates and manuals see  n www.mastervolt.com/batteries

BATTERIES
MVG GEL SERIES

MVSV 2 V GEL SERIES

MVG 12/25 MVG 12/55 MVG 12/85 MVG 12/120 MVG 12/140 MVG 12/200
Product code 64000250 64000550 64000850 64001200 64001400 64002000

Nominal voltage 12 V 12 V 12 V 12 V 12 V 12 V

Capacity C20* 25 Ah 55 Ah 85 Ah 120 Ah 140 Ah 200 Ah

CCA to DIN in amps 110 A 230 A 270 A 450 A 540 A 630 A

CCA to SAE in amps 175 A 380 A 450 A 760 A 920 A 1100 A

Max. outer dimensions, lxwxh
(incl. terminals/grip handles)

167 x 176 x 126 mm
6.6 x 6.9 x 5 inch

261 x 136 x 230 mm
10.3 x 5.4 x 9 inch

330 x 171 x 236 mm
13 x 6.7 x 9.3 inch

513 x 189 x 223 mm
20.2 x 7.4 x 8.8 inch

513 x 223 x 223 mm
20.2 x 8.8 x 8.8 inch

518 x 274 x 238 mm
20.4 x 10.8 x 9.4 inch

Weight 9.6 kg / 21.2 lb 19 kg / 41.9 lb 32,6 kg / 71.9 lb 41 kg / 90.4 lb 49 kg / 108 lb 70 kg / 154.3 lb

MVSV 280 MVSV 420 MVSV 500 MVSV 580 MVSV 750 MVSV 1000 MVSV 1250
Product code 68000280 68000420 68000500 68000580 68000750 68001000 68001250

Nominal voltage 2 V 2 V 2 V 2 V 2 V 2 V 2 V

Capacity C10* 280 Ah 420 Ah 500 Ah 580 Ah 750 Ah 1000 Ah 1250 Ah

Max. outer dimensions, lxwxh
(incl. terminals/grip handles)

126 x 208 x  399 mm
5 x 8.2 x 15.7 inch

126 x 208 x 515 mm
5 x 8.2 x 20.3 inch

147 x 208 x 515 mm
5.8 x 8.2 x 20.3 inch

168 x 208 x 515 mm
6.6 x 8.2 x 20.3 inch

147 x 208 x 690 mm
5.8 x 8.2 x 27.2 inch

212 x 193 x 690 mm
8.3 x 7.6 x 27.2 inch

212 x 235 x 690 mm
8.3 x 9.3 x 27.2 inch

Weight 23 kg / 50.7 lb 30 kg / 66.1 lb 35 kg / 77.2 lb 39 kg / 86 lb 49 kg / 108 lb 66 kg / 146 lb 80 kg / 176 lb

MVSV 1500 MVSV 1650 MVSV 2200 MVSV 2700
Product code 68001500 68001651 68002200 68002700

Nominal voltage 2 V 2 V 2 V 2 V

Capacity C10* 1500 Ah 1650 Ah 2200 Ah 2700 Ah

Max. outer dimensions, lxwxh  
(incl. terminals/grip handles)

212 x 277 x 690 mm
8.3 x 10.9 x 27.2 inch

211 x 276 x 762 mm
8.3 x 10.9 x 30 inch

216 x 400 x 816 mm
8.5 x 15.7 x 32.1 inch

214 x 489 x 816 mm
8.4 x 19.3 x 32.1 inch

Weight 95 kg / 209 lb 115 kg / 254 lb 160 kg / 353 lb 198 kg / 437 lb

Masterlink 
BTM-III 
70403163

Provides an accurate indication of the 
current, amperage, remaining time and 
remaining capacity of battery bank 1, 
and the current and estimated capacity 
of battery banks 2 and 3. The built-in 
microprocessor calculates the remaining 
capacity and stores historic data.

MasterShunt  
77020100

MasterBus integrated battery monitor, 
with detailed information on the status of 
your batteries for an optimised charging 
process, incl. voltage, current, remaining 
time and consumption capacity in 
percentage.

OPTIONS (FOR ALL MODELS) 
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