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The data in this publication reflects the technical state at time of print. Due to our policy of continual product development, we reserve the right to alter technical specifications without notice.
Dimensions apply for the sound insulation capsule only and do not include latches, fittings etc. Additional room will need to be calculated for the installation to include hoses, cables and 
capsule mountings. 
1)The performance of an AGT-DC generator must be limited to the constant performance when batteries are used. 

“perfect for starting a diving compressor or a 24.000 BTU air conditioner”

6-12 kW Power Requirements

Hybrid Power Compact Power Perfect Power

DC Series  Basic Series  Premium Series 1500/1800 Series i-Series

Model
AGT-DC

8000-24V 
PMS

AGT-DC 
10000

PMS

AGT-DC 
11000

PMS
Model

Panda 
6500 
PMS

Panda
 8000
PMS

Panda
 8 Mini

PMS

Panda
 10000

PMS

Panda
 12000

PMS

Panda
 12 Mini

PMS

Panda
7.5-4
PMS

Panda
9-4

PMS

Panda
12-4
PMS

Panda
8000i
PMS

Panda
10000i

PMS

Nominal Performance kW 8.0
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230V
1-phase 50 Hz

kW 6.8 8.0 10.2 6.5 8.0 10.5 0-6.4 0-8.0

Continuous Performance kW 6.4 9.1 10.9 kVA 8.0 9.4 12.0 7.6 9.4 12.3 0-8.0 0-10.0

Nominal Voltage DC 24
24V - 400V versions 
available. Current 

dependent upon voltage

400V
3-phase 50 Hz

kW 6.8 8.0 10.2 6.5 8.0 10.5

Constant Current Rate A 220 kVA 8.0 9.4 12.0 7.6 9.4 12.3

Peak Current Rate A 280 230/400V
1- plus 3-phase 50Hz

kW (1-ph.) 6.0 7.0 9.0

kW (3-ph.) 6.0 7.0 9.0

120V / 240V
1-phase 60 Hz 

kW 7.0 7.5 11.5 (9.6) (12.6) 0-6.4 0-8.0

kVA 7.0 7.5 11.5 (11.3) (14.8) 0-8.0 0-10.0

208V
3-phase 60 Hz

kW 7.0 7.5 11.5 (9.6) (12.6)

kVA 7.0 7.5 11.5 (11.3) (14.8)

Engine Speed 2200-2600 2300-2900 2300-2900 Engine Speed rpm 3600 3000 3600 3000 3000 3600 1500/(1800) 2200 - 2800 2200 - 2800

Voltage Tolerance Voltage Tolerance ±8 % ±3 V ±3 V ±3 V ±3 V ±3 V ±3 V ±3 V ±3 V ± 3% ± 3%

Cooling Circuits 2 2 2 Cooling Circuits 2 2 2 2 2 2 2 2 2 2 2

Sound Insulation GFK GFK GFK Sound Insulation GFK GFK GFK GFK GFK GFK GFK GFK GFK GFK GFK

Capsule Type 3D 3D 3D Capsule Type 3D 3D 3D 3D 3D 3D 3D 3D 3D 3D 3D

Engine Manufacturer Kubota Kubota Kubota Engine Manufacturer Kubota Kubota Kubota Kubota Kubota Kubota Kubota Kubota Kubota Kubota Kubota

Engine Type D722 D722 D902 Engine Type Z482 Z482 Z482 Z602 D722 D722 D1105 D1105 V1505 Z482 Z602

Engine Displacement cm3 719 719 898 Engine Displacement cm3 479 479 479 599 719 719 1123 1123 1123 479 599

Number of Cylinders 3 3 3 Number of Cylinders 2 2 2 2 3 3 3 3 3 2 2

Sound Level 7m/3m/1m dbA 53/63/68 53/63/67 54/64/68 Sound Level 7m/3m/1m dbA 53/63/68 52/62/67 53/63/68 52/62/67 53/63/67 54/64/68 52/62/66 52/62/66 52/62/66 52/62/67 52/62/67

Approx. Capsule 
Dimensions  
excl. fittings LxBxH

mm
660
515
594

650
505
594

660
515
594

Approx. Capsule 
Dimensions 
excl. fittings LxBxH 

mm
595
445
555

595
445
555

695
445
555

650
445
570

705
450
565

705
445
590

830
515
627

830
515
665

940
515
669

520
445
545

540
445
555

Approx. Weight incl. Capsule kg 139 160 165 Approx. Weight incl. Capsule kg 164 164 164 180 195 195 278 289 315 110+Inverter 10 120 + Inverter 13.5


